AYDER mw-xce

Multijet Wet Type Water Meter

Key Technical Advantages ¢

« Reliable Wet Dial Mechanism: Featuring a Wet Type
register, the mechanism operates directly within the
water, eliminating the need for magnetic transmission. .
This design ensures the meter is 100% immune to
external magnetic tampering and provides a direct, .
reliable reading of the volume.

» High Measurement Precision (R160): Despite its robust
mechanical design, the AYDER series offers high
sensitivity with a measurement ratio of Q3/Q1 = 160
(R160). It effectively detects low flow rates, reducing
non-revenue water costs for utilities.

e Superior Pressure Resistance (MAP 16): Engineered for o~
demanding environments, the meter withstands a
Maximum Admissible Pressure of 16 Bar (MAP 16). This is
significantly higher than standard 10-bar meters,
providing exceptional durability against pressure surges
and water hammer effects.

Durability & Standards

e Protection Class: IP68 protection, ensuring performance ——

even in flooded meter pits.

o Temperature Class: Suitable for water temperatures up l]
to 50°C (T30/T50).

Additional Specifications

+ Meter Type: Multi-Jet, Wet Dial
Body Material: Brass
Pressure Loss: AP 63
Mounting Position: Horizontal (H)
Strainer: Inlet strainer included
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AYDER

MJW-xx-E
Data Sheet

Diameter - mm DN15 DN20 DN25 DN32 DN40 DN50

Overload flowrate Qg =3125 = 5,00 =7875 =12,5 =200 =IS1S
Permanent flowrate Qs =/2,50 = 4,00 6,30 =10,0 =16,0 =250
Transitional flowrate Q> = 0,025 = 0,04 = 0,0672 =0, 20,16 210:25
Minimum flowrate Q, > 0,015625 = 0,025 =0,042 = 0,0625 =001 = 015625
Measuring range (R)  Qa/Q: =160
Accuracy Class 2
Temperature class T T 50
Water pressure class Bar MAP 16
Horizontal length  mm 110-190 160-190 160-260 200-300 270-300
Pressure loss class  Bar AP 63
Flow profile sensivity class Uo DO
Orientation H (Yatay)

Dimensions

DN 15 DN 20 DN 25 DN 32 DN 40 DN 50

H L 165 190 260 260 300 300
aI L1 259 294 380 384 431 448
G3/4 G1B G14B G128 G2B G2'2B
d R2 R34 R1 R1v4 R1V2 R2
k
107,5 107,5 17,5 17,5 141,5 177

L1

V77aAN\\

2275 info@euromet.com.tr EUROMET

Ro_2275_24670 | Macun Mah. Anadolu Blv. ATB is Merkezi K Blok | WWW.eUFOmet.Com.tr

No.278 Yenimahalle / Ankara - Tirkiye





